

Release Notes and Check List


1. Release Notes:

	Release Date
	20081009
	Release by:   Tony              

	
	Approve by:                     

	1. Version Change Explain
	Change version to SK6211 Version 20080917 into Version 20081009


	2. Known Bug
	

	3. Effect to the Controllers
	□ SK6612AB   □ SK6612AC/AD  □ SK6621AA   □ SK6621AB 
□SK6625AA   □ SK6618AA/AB…V SK6211
□ SK6201AB   □ SK6281AA     □ SK6281AB   □ SK6288AA


	4. Change Items
	SK6211_20081009
A) Bug Fixed:

1. PDT:

· Fixed MBR CHS EndCHS incorrect (need add Hidden Area value)
· Fixed MBR partition type for cylinder value over 1024 as 0x0C from original value 0x0B
· Over 32GB using number of header per cylinder 255 and sectors per track 63
2. Firmware:

· N/A

(B)Enhancement / Modification

1. PDT:

· Added “EN_USER_DEFINED_DENSITY” tag in [OTHERS] of default.ini for enable or disable user defined density function (setting 0 to disable, 1 to enable this function). If config file using user defined density but default.ini not enable this function PDT will using default density with normal flash defined or user defined reserved spare area to initialize card (Kingmax issue from FAE Jason wu required)
· Disable and hide RunCard No setting UI if C_Mode not setting to Sony mode, preventing Kingston MP lines are confused by this option
· Modified Timout value from 11 to 9 of default.ini from Vincent’s recommendation 
· Added SUPT_CE_MODE in [OTHERS] of default.ini and using this flag to enable 8CE or not (1: enable, 0: disable) and stop using the same value of SUPT_CE_MODE of SK6211_Information.ini in C drive (Kingston requirement)
· Added 64G (65536MB) and 128G (131072 MB) at fixed flash size check for future using (Kingston requirement)

2. Firmware:
· Flash List on S-Block offset 0x2A to be used stable parameters, Micron/Intel setup  0x29, Samsung setup 0x28, Toshai 0x2A, Hynix no modifications.
Flash Support：

Vendor

Part#

Intel

BK29F16B08HAMC1 Dual
Micron

MT29F16G08DAA



	5. Change Scale
	□ Major Change
V Middle Change
□ Minor Change


	5. Change Purpose
	V Exist or Potential Bug Fix
□ Performance Improve

□ Add new Function
□ Add new Flash or Controller 
V Revise Flash Parameters
□ According to CSR
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