

Release Notes and Check List


1. Release Notes:

	Release Date
	20090123
	Release by:   Tony              

	
	Approve by:                     

	1. Version Change Explain
	Change version to SK6211 Version 20080116 into Version 20090123


	2. Known Bug
	

	3. Effect to the Controllers
	□ SK6612AB   □ SK6612AC/AD  □ SK6621AA   □ SK6621AB 
□SK6625AA   □ SK6618AA/AB…V SK6211
□ SK6201AB   □ SK6281AA     □ SK6281AB   □ SK6288AA


	4. Change Items
	SK6211_20090123
(A) Bug Fixed:

1. PDT:

· Change Lock time from infinite to 10 seconds while accessing common variable for prevent dead-locking cause thread starved.
2. Firmware:

· N/A

(B)Enhancement / Modification
1. PDT:

· Modified Label Issue for allowing input 0~9, a~z, A~Z,

      and special characters :

      {~, `, !, @, #, $, %, ^, &, (, ), -, _, {, }, ', "}

· Add Exception update for "BK29F16B08HAMC1_8CE_Dual"
· Enhance IM34nm burn-in stability.
2.    Flash support：

      SK6211BAPC flash support：

Vendor
Part#
Bus Width
Samsung
K9LBG08U0D

x8
x16
Samsung
K9HCG08U1D

x8
x16
Intel
BK29F32B08HAMC1
x8
N/A
Note：Burn in pass with C081229A_F081229A.

      SK6211BCWC flash support：

Vendor
Part#
Bus Width
Intel
I29F16G08AAMC1
x8
x16
Intel
I29F64G08FAMC1
x8
x16
Intel
I29F32G08AAMD1
x8
x16
Micron
MT29F16G08MAA
x8
x16
Micron
MT29F64G08TAA
x8
x16
Samsung
K9GAG08U0D
x8
x16
Samsung
K9HCG08U1M
x8
x16


	5. Change Scale
	□ Major Change
V Middle Change
□ Minor Change


	5. Change Purpose
	□ Exist or Potential Bug Fix
□ Performance Improve

V Add new Function
□ Add new Flash or Controller 
□ Revise Flash Parameters
□ According to CSR
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