

Release Notes and Check List


1. Release Notes:

	Release Date
	20080718
	Release by:   Tony              

	
	Approve by:                     

	1. Version Change Explain
	Change version to SK6211 Version 20080630 into Version 20080718


	2. Known Bug
	

	3. Effect to the Controllers
	□ SK6612AB   □ SK6612AC/AD  □ SK6621AA   □ SK6621AB 
□SK6625AA   □ SK6618AA/AB…V SK6211
□ SK6201AB   □ SK6281AA     □ SK6281AB   □ SK6288AA

	4. Change Items
	(A) Bug Fixed:
1. PDT:

· N/A

2. Firmware:

· Fix fdmBuildWinHeader function power cycle data lost issue.

(B)Enhancement / Modification

1. PDT:

· Add C_MODE (Customer Mode) tag in [OTHER] for setting SN value for different customer, C_MODE value:

Normal:      0,
Kingston:    1
Kingmax:     4
Sony:         5
Billionton:     7
· Add [SN_SETTING] for dealing all SN setting tag from different customer

· Move EN_SN_SK, SN_SK_STR, from [OTHER] to [SN_SETTING]

· Add KMX_PL, KMX_CUST_NO, KMX_P_NO, KMX_SN_MODE = 0, SNY_MODEL_NO, SNY_OPTION, SNY_SN_LEN, BLN_Bit0, BLN_PL, BLN_P_NO, BLN_RMA into [SN_SETTING] for next version controlling different SN handling mode correspondent to different customers

· ScanDefault=1 to allow PDT auto-selecting a mapping PN with correspondent IDs

· Auto-modification for different SN format from setting different company

· Add Spare Area Setting lower bound as Sony’s request

· SN Setting UI will auto-show and hide by different company by setting C_MODE value in the default.ini

· Modified Hidden Area (doing window formatting) calculate way for Sony request

2. . Firmware:
· updated LLF1-2 for SONY's request (RSA lower bound)

	5. Change Scale
	V Major Change
□ Middle Change
□ Minor Change


	5. Change Purpose
	V Exist or Potential Bug Fix
□ Performance Improve

V Add new Function
V Add new Flash or Controller
□ Revise Flash Parameters
□ According to CSR
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